Consumer Confidence Report

Annual Drinking Water Quality Report

MAROA

IL1150300

Annual Water Quality Report for the period of January 1 to
December 31, 2018

Thisg report iy intended to provide you with important
information about your drinking water and the efforts made
by the water system to provide safe drinking water.

The source of drinking water used by
MARGA iz Ground Water

For more information regarding this repsrt c¢ontact:

Mike Hoffvnon
2471 - 199 - BSH2

Name

Phone

Este informe contiene informacién wuy importante scbre
el agua gue usted bebe. Tradizealo & habls con alguien
gue lo entienda bien.
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Source of Drinking Water

brinking water, including bottled water, may
fFeasonably be expected te contain at Jeast small

The sources of drinking water (both tap water and
Bettled water) inelude rivers, lakes, streams,
ponds, reservolrs, springs, and wells. As water

travels over the surface of the land or threugh the
ground, it dissolves naturally-ocgcurring minerals
prd, in some casesz, radicactive material, and can
piek up substances resulting frowm the presence of
pnimals or from human activity.

gmounts of some contaminants. The presence of
contaminants dess nob nseessarily dndicate that
water poses a health risk. Mores information absout
contaminants amd potential health effects can he
bbtained by caliing the EPAs Safe Prinking Water
Hotline at {BUO) 426-4791.

In order to ensure that tap water is safe to

Contaminants that may be present in source watex
fnclude:

- Micrebial contaminants, such as vizuses and
bacteria, which may come from sewage treatment
plante, septie systema, agricultural livestock
cperations, and wildlife.

- Inorganic contaminants, such as salts and
metals, which can be naturally-occurring or result
from urban storm water runoff, industrial or
domeetic wastewater discharges, il and gas
production, mining, or farming.

wariety of sources such as agriculturs, urban storm
water runoff, and residential uses.

- Crganic chemical contaminants, including
synthetis and veolatile crganic chemicals, which are
by-products of industrial processes and petroleum
production, and can alse come from gas stations,
urban storm water runoff, and septic systems.

- Radioactive contaminemte, which ean be
naturally-occourring or be the reszult of oil and gas
production and mining activitiss.

- Pasticides and herbicides, which may come frowm a

drink, EPA presuribes rsogulations which limit the
pmount of certain contaminants in water provided
by public water systems. FDA reculations establish
limits for contaminants in bottled water which
must provide the same pretectien for puklic
health,

Some people may be moxe vulnezrable to contaminants
in Arinking water tchan the general population.

Immuno-compronised persong such ag persons with
cancer undergeing chemotherapy, persons whe have
undsrgone organ transplants, pecple with HIV/AIDS
or cther immune system disorders, some slderly and
infanta can be particularly at risk fron
infections. These reople should seek advice about
drinking watex from their haalth cars providers.
EFR/CDC guidelines on appropriate means to lsssen
the risk of infection by Cryptosporidium and other
microbial contaminants are available from the Safe
Prinking Water Hotline (800-426-47%21).

Rf present, elevated levels of lead can cause
sericus health problems, espscially Zor pregnant
women and young children. Lead in drinking water
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is primarily from materials and components
mesociated with serviece lines and home plumbing.
e cannct contrel the varisty of materials used in
plumbing componsnts. When your water has bzen
gitting for several hours, you can minimize the
potential for lead eXposure by flushing your tap
for 30 seconds to 2 minutes before using water for
drinmking or ccoking. If you are concerned about
lead in your water, you may wish te have your
water tested. Informaticn on lead in drinking
rater, testing methods, and steps vou can tske to
minimize sxposuxe is available from the Safe
Crinking Water Hotline ox at
http://www.epz.gov/safewater/Iead,
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Source Water Infeormation
Source Water Name
WELL 2 (47722)

WELL 3 (£7724)
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Type of Watexr
G

GH

Report Status
Asive
Petive

Location

SOUTH OF PFLANT

SE OF PLANT

of



Source Water Assessment

We want our valued customers to be infermed about their water cuality. If you would like Lo learn more, please feel welcome to attend any of our reqularly
scheduled meetings. The source water assesswent for our supply has been completed by the Illinois EPA. If you would like a copy of this information, please stop
by City Hall or call our water operater at AT-T9-2BHD . To view a summary version of the completed Source Water Assessments, including: Importance of

Source Water; Susceptibility to Contamination Determination; and documentation/recommendation of Scurce Water Protection Efferts, you may access the Illinois EPA
webgite at http://www.epa.state.il.us/cgi-bin/wp/swap-fact-sheete.pl.

Source of Water: MAROATo determine Marca's susceptibility to groundwatsr contamination, a Well Site Survey, published in 1285 by the Illinois EPA, was
reviewed. Baszed on the infermation contained in this document, five potemtial scurces of groundwater sontaminaticn are present that could pose a hazard to
groundwater pumped by the Maroa community water supply wells. 'Thess include a fertilizer/pesticide cowmercial application or warshouse, a
manufacturing/processing of chemieals, two below ground fuel storages, and a well. Records indicate that the inactive well has been properly abandoned.
Based on information provided by the City of Maroa water supply officials, Shell ¢il Co. and Edwards Fertilizer are no longer in business.The Illinois EPA
has determined that Marca Wells #2 and #2 are not susceptible to I0C, VOO, or SOC contamination. This determinaticn iz based on a rnumber of criteria
ineluding: monitoring comducted at the wells; monitoring conducted at the entry point to the distribution system; and the available hydrogeoclegic data for
the wells.In anticipation of the U.§, BEPA's proposed Ground Water Rule, the Illiheis EPA has determined that Maroca's community water supply wells are not
vulnerable to viral contamination. This determination is based upon the evaluation of the following eriteria during the Vilnerability Waiver Process: the
community’s wells are properly constructed with sound integrity and proper site condiriems; there is a hydrogeclogic barrier that zestricte pathogen
mevement; all petential routes and sanitary defects have been witigated such that the source water is adeguately protected; monitoring data did not indicate
& history of dissase outbreak; and the sanitary survey of the water supply did not indicate a viral contamination thrsat. However, having stated this, the
U.&. EPA is proposing to require States to identify systems in karst, gxavel and fractured rock aguifer systems as sensitive. Water systems urilizing these
aguifer types would be required to perform routine source water monitsring. Recause the community's wells are constructed in a confined agquifer, which

sheuld provide an adequate degree of protection te prevent the movement of pathogens into the wells, well hydraulics were not considered to be a sigmifisant
factor irn the vulnerability detexminatien.
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Coliform Bacteria

2018

Regulated Ceontaminants Detected

monthly sample.

Maximum Total Coliform | Highest Ne. of {Fecal Coliferm or E. Total Wo. of Violation [Likely Scurce of Contaminatien
Contaminant Level Maximum Poeitive Coll Maximum Positive E. Coli or
Goal Contaminant. Contaminant Level Fecal Coliform
Level Samples
o 1 positive 1 0 N Naturally present in che environment.

Lead and Copper

Definitions:
Action Level Goal
zafety.

Action Level:

{ALG) «

The concentration of a contaminant which, if exceeded, triggers treatment ox

The level of a contaminant in drinking water below which there iz no known ox expected risk te health.

ALGs allow for a margin of

other recuirements which a water system must follew.

Lead and Copper Date Sampled MCLG Action Level g0th # sites Dver Units Vielation Likely Source of Contamination
(AL} Percentile AL
Copper 2018 1.3 1.3 G.47g9 0 pom N Erosion of natural deposits; Leaching frem

wood preservatives; Corrosion of househcld
plumbing systems.

Water Quality Test Resulte

Definitions:

Avg:

Level 1 Assessment:

Level 2 Bssessment:

Maximum Contaminant Level or MCL:
Maximum Contaminant Level Goal or MCLG:
Maximum residual diginfectant level or
MRDL .

Maximum residual disinfectant level
03/21/2018

The following tables contain scientific tsrms and msasures, some of which may regulre explanation.

Regulatory compliance with seme MCLs are based on ruming ammual average of monthly samples.

A Level 1 agsessment iy a study of the water system to identify potential problems and determine (if posgsible) why
total coliform bacteria have been found in our water system.

A Level Z assessment is a very detailled study of the water system to identify potential problems and determine {if
possible) why an E. coli MCL wiolation has oceurred and/sr why total coliform bacteria have been found in our water

system on multiple oocasicns.

The highest level of a contaminant that iz allowed in drinking water. MCLs are set as close to the MCLGs as feasible
uging the kest available treatment technology.

Ior a wargin of salety.

The level of a drinking water
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contzol of micreblal contaminants.

The level of a contaminant in drinking water below which there is ne known or expected risgk to health. MCLGs allow

The highest level of a disinfectant allowed in drinking water. There is convincing evidence that addition of a
disinfectant is necessary for

disinfectant below which thers is no known or expected risk to health. MRDLG: do not




Water Quality Test Results

goal or MRDLG: reflect the benefita of the use of disinfectants to contrel microbial contaminants.

na: not applicable.

mrem: millirems per year (a measure of radiation absorbed by the hody)

ppb: micrograms per liter ox parts per billion - or one cunce in 7,350,000 gallons of water.
PPM:

milligrams per liter or parts per million - or one cunce in 7,350 gallens of water.

Treatment Technicue or TT: A reguired process intended to reduce the level of a contaminant in drinking water.
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Regulated Contaminants

Disinfectants and Collection Eighest Level [Range of Levels MCLE MCL Inite Vielation [Likely Source of Contamination

Diginfectien By- Date Detected Detected

Eroducts

Halovacetic Acids 2018 2 1.7 - 1.7 No goal for 14 ppb N By-product of drinking water disinfection.

[HAAE] the total

Inorganic Cellection Highest Level Range of Levels MeLa MCL Units Viclation |Likely Scurce of Contaminaticn

Contaminants Date Detected Detected

Arsenic - While your 2018 7 6.52 =~ 6.92 0 10 PR N Brosion of natural deposits; Runcff from

drinking water meets ozchards; Runcff from glass and elsctronics

EPA standards for production wastes.

arsenic, it does

contain low levels of

arsenic. EPAs

standard balances the

current understanding

of arsenics possible

health sffects

against the costs of

removing arvsenic from

drirking water. EPA

continues to research

the health effects of

low levels of

arsenic, which iz a

mineral known to

calge cancer in

humans at high

concentrations and is

linked to other

health effects such

as skin damage and

circulatory problems.

Barium 2018 0.601 0.601 - 0.601 2 Z ppm N Digcharge of drilling wastes; Discharge from
metal refineries; Erosion of natural deposits.

Flucride 2018 D.GBE 0.688 - 0.688 4 4.0 ppm N Ercgion of natural deposits; Water additive
which prometes strong teeth; Discharge Lfrom
fertilizer and aluminum factories.

Iron 2018 0.1 0.1 -0.1 1.0 ppm N This contaminant is net currently regulated by
the USEPA. However, the state regulates.
Erosich of natural deposits.

Nitrate [measured ac 2018 1 0.447 - 1.382 10 10 ppm N Runoff from fertilizer use; Leaching from

Mitrogen] septic tanks, sewage; Ercsion of natural
deposits.

Nitrite [measured as Z01B 1 0.19 - 0.G5BZ 1 1 ppm N Funoff from Zertilizer wse; Leaching from

Nitrogen] septic tanks, sewage; Brosion of natural
deposits.
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Sodium 2018 159 159 - 1Bg ppm N Erogien from naturally sccuring deposits.
Used in water softener regeneration.

Radicactive Collection Highest Level [Range of Levels MoLG MCL Tnits Vielation |Likely Source of Contamination
Contaminanta Date Detected Detected

Comblined Radium 12/05/2016 1.86 1.86 - 1.86 0 5 PCi/L N Erosion of natural deposits.
226/228

Gross alpha excluding ! 15/04/2016 2 2 -2 o 15 pCi/L N Erosion of natural deposits.

raden and uranium
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